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Package 3A 

Official Use Only 

ADDENDUM NO. 2 

for 

Request For Bids (RFB) for Works  

RFB No.: PK-SMTA-454751-CW-RFB 

Procurement of Package 3A: Construction of Road Corridor and BRT Infrastructure Yellow 

BRT Line Corridor Segment 2 [From CH. 0+000 at Brookes Chowrangi To CH. 6+000 at Bilal Chowrangi 

This Addendum No. 2, to RFB No. PK-SMTA-454751-CW-RFB is issued in accordance with ITB 8.1 of the RFB Document and shall prevail over all other provisions. All 

other terms and conditions shall remain the same. 
 

No. 
Part of 

Document/Clause 
RFB Page Original as per Bidding Document Amendment 

1 

Volume 1; 
 

Request for Bids, 

Section-II, Bid Data 

Sheet (BDS); 

ITB 18.1 

Volume 1:  

Page 45 
The Bid shall be valid until: 20th May 2026. 

The following amendment shall be made in BDS ITB 18.1: 

The Bid shall be valid until: 10th June 2026. 

2 

Volume 1; 
 

Request for Bids 

Section-II, Bid Data 

Sheet (BDS); 

ITB 22.1 

Volume 1; 

Page 46 

The deadline for Bid submission is: 

Date: 20th January 2026. 

 

The following amendment shall be made in BDS ITB 22.1: 
 

The deadline for Bid submission is: Date: 10th February 2026. 

3 

Volume 1; 
 

Request for Bids 

Section-II, Bid Data 

Sheet (BDS); 

ITB 36.1 

Volume 1; 

Page 52 

The date for the exchange rate shall be 23rd December 

2025 

 

The following amendment shall be made in BDS ITB 36.1: 

The date for the exchange rate shall be 13th January 2026 



RFB – Karachi Mobility Project (Yellow BRT) − PK-SMTA-454751-CW-RFB  

Procurement of Package 3A: Construction of Road Corridor and BRT Infrastructure Yellow BRT Corridor  

Segment 2 [From CH. 0+000 at Brookes Chowrangi To CH. 6+000 at Bilal Chowrangi]  

Addendum No.2 
 

ADDENDUM NO. 2                  Page 2 of 14 
P21161/4309-03-TD-NOT-PMC-05 

Package 3A 

Official Use Only 

No. 
Part of 
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4 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 1 – 

GENERAL 

Section 

316616.43 

Page 1 of 14 

The amendment provision item no. C & D does not exist 

under the 1.2: Summary of Part-1: General in the issued 

Bidding Documents and has therefore been added as a 

new items C & D. 

1.2 SUMMARY 

C.  The Contractor shall have a minimum of twenty (20) 

years documented experience in design and construction 

of MSE walls. The soil reinforcement shall have a 

minimum proven fifteen (15) years track record in hot 

climatic conditions. 

D.  The facing system shall be semi-flexible and shall consist 

of discrete reinforced concrete 

5 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 1 – 

GENERAL 

Section 

316616.43 

Page 2 of 14 

The amendment provision item no. 8 does not exist 

under the item F: Related Requirement of 1.2: Summary 

in the issued Bidding Documents and has therefore been 

added as a new item 8. 

1.2 SUMMARY 

F. Related Requirements: 

8.  The facing of the MSE wall system shall incorporate 

bearing devices in accordance with EN 14475 to 

mitigate the risk of differential settlement. The 

permissible longitudinal differential settlement of 

the MSE wall system shall not exceed 1:100. 

6 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 1 – 

GENERAL 

Section 

316616.43 

Page 3 of 14 

1.6 INFORMATION SUBMITTALS 

A.  Contractor shall submit the following for the 

engineer’s approval prior to beginning of works 

on site: 

6. Addressing the climatic and soil conditions 

existing in the area and provide a minimum 

design life of 100 years based on FHWA-NHI-

10-024. 

1.6 INFORMATION SUBMITTALS 

A.  Contractor shall submit the following for the engineer’s 

approval prior to beginning of works on site: 

6. Addressing the climatic and soil conditions existing in 

the area and provide a minimum design life of 120 

years. 
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7 

Volume 2 

Specifications - 

Section 

316616.43 
 

PART 2 - 

PRODUCTS 

Section 

316616.43 

Page 4 of 14 

2.1 CONCRETE AND STEEL EINFORCEMENT 

FOR PANELS 

B.  Concrete for the facing panels shall have minimum 

cube strength of 30 N/mm2 at 28 days unless 

otherwise shown on the Drawings. 

2.1 CONCRETE AND STEEL REINFORCEMENT FOR 

PANELS 

B.  Concrete for the facing panels shall have minimum cube 

strength of 35 N/mm2 at 28 days unless otherwise shown 

on the Drawings. 

8 

Volume 2 

Specifications - 

Section 

316616.43 
 

PART 2 - 

PRODUCTS 

Section 

316616.43 

Page 7 of 14 

The amendment provision item no. 2 does not exist 

under the A. General of 2.5 Reinforcing (Polymer) 

Girds in the issued Bidding Documents and has 

therefore been added as a new item. 

2.5 REINFORCING (POLYMER) GRIDS 

A. General 

2. High-Density Polyethylene (HDPE) soil 

reinforcement is strictly prohibited due to reduction 

in creep strength above 20oC atmospheric 

temperature. 

9 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 2 – 

PRODUCTS 

Section 

316616.43 

Page 9 of 14 

The amendment provision item no. B does not exist 

under the 2.7: Fasteners of Part 2: Products in the 

issued Bidding Documents and has therefore been 

added as a new item. 

2.7 FASTENERS 

B.  The Soil Reinforcements shall be connected to the pre-cast 

concrete facings through a (non-slip) structural 

mechanical connection. The connection must ensure the 

weaving of the soil reinforcement through facing panel 

structurally. Synthetic soil reinforcements may be 

connected to the panels using either of the following: 

1.  C-Shaped plastic pipe joints cast into panels allowing 

the weaving of the soil reinforcement strip through 

the C-shaped plastic pipe joints. 

2.  BS EN 10025 Grade 250 (Loops) and Grade 355JR 

(Toggles) encased in Dunois coating of Zn/A1 spray 

mix of 85:15 and a coating thickness of 70 microns. 
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10 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 2 – 

PRODUCTS 

Section 

316616.43 

Page 9 of 14 

2.8 BACKFILL FOR REINFORCED EARTH 

STRUCTURE 

A.  General 

1. Backfill shall not contain chalk, unburnt colliery 

shale, pulverized full ash, material from swamps, 

marshes or bogs, organic or other materials which, 

in the opinion of the Engineer, would result in the 

structure becoming unfit for its intended use. 

 

B.  Fill/Reinforced Soil 

1.  This material shall contain a maximum of 

15% passing the 0.075 mm (No. 200) sieve 

when the MSE Wall is designed following 

FHWA recommendations and less than 15% 

material passing a 0.063 mm test sieve when 

design is based on BS 8006-1+A1. 

2.  The gradation of Reinforced Soil shall 

conform to the following gradations when the 

design is developed based on FHWA-NHI-

10-024 & 025: 
Table 1: Gradation Requirements for Backfill Material (FHWA) 

Sieve Size Percentage Passing  

102 mm 100 

0.425 mm (No. 40) 0-60 

0.075 mm (No. 200) 0-15 

3.  The gradation of Reinforced Soil shall 

conform to the following gradations when the 

design is developed based on BS 8006-1+A1: 
Table 2: Gradation Requirements for Backfill Material (BS) 

Reinforced 

Soil 
Percentage passing through sieve sizes  

2.8 BACKFILL FOR REINFORCED EARTH 

STRUCTURE 

A.  General 

1. Backfill shall not contain chalk, unburnt colliery shale, 

pulverized full ash, material from swamps, marshes or 

bogs, organic or other materials which, in the opinion of 

the Engineer, would result in the structure becoming unfit 

for its intended use. 

2.  The backfill shall be compacted to 95% MDD from 

formation level to the top of wall. 

B.  Fill/Reinforced Soil 

1.  This material shall contain a maximum of 15% 

passing the 0.075 mm (No. 200) sieve when the 

MSE Wall is designed following FHWA 

recommendations and less than 15% material 

passing a 0.063 mm test sieve when design is based 

on BS 8006-1+A1. 

2.  This material shall contain a minimum 40% retained 

on 4.75 mm (No. 4) sieve with maximum size of 

particles as 32 mm. 

3.  The coefficient of uniformity shall be minimum of 

5. 

4.  The minimum Angle of Shearing Resistance shall 

be 36 degrees when tested with Shear Box under 

slow drained conditions translating into Coefficient 

of friction between backfill and soil reinforcement 

μ>=0.65. 

5.  Plasticity Index: The backfill shall be non-plastic as 

determined in accordance with ASTM D4318 or 

AASHTO T90 based on FHWA-NHI-10-024 & 

025. 

6.  The pH-value of the soil layers should be between 5 

and 10 for steel reinforcement, between 3 and 9 for 

polyester (PET) reinforcement and greater than 3 for 
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material 

class 

125 

mm 

75 

mm 

14 

mm  

2 

mm 

0.6 

mm 

0.063 

mm 

6I 100 
85-

100 

25-

100 

15-

100 
9-100 <15 

6J 100 
85-

100 

25-

100 

15-

100 
9-100 <15 

 

4.  Plasticity Index: Plasticity index (P.I.) shall 

not exceed 6% as determined in accordance 

with ASTM D4318 or AASHTO T90 based 

on FHWA-NHI-10-024 & 025. 

5.  The pH-value of the soil layers should be 

between 3 and 9 for polyester (PET) 

reinforcement and greater than 3 for polymers 

(PP & HDPE), when tested in accordance 

with AASHTO T289. 

polymers (PP & HDPE), when tested in accordance 

with AASHTO T289 based on FHWANHI-10-024. 

7.  The soil layer should have chlorides content less 

than 100 PPM, sulfate content less than 200 PPM, 

and resistivity greater than 3000 Ω cm for steel 

reinforcement based on FHWA-NHI-10-024. 
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11 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 2 – 

PRODUCTS 

Section 

316616.43 

Page 10 of 14 

2.10 COPING  

A.  The coping is used to tie in the top of the wall 

panels and to provide a smooth finish to the wall 

top. 

B. The Contractor shall submit to the Engineer all the 

details of the coping for approval. 

C. Coping can be cast-in-place or prefabricated 

segments. 

D. In case the MSE wall proposed by the Contractor 

comprises a precast coping, the top of the wall 

must be smooth and free of steps or irregularities. 

To accomplish this, level-up concrete shall be cast 

on top of the facing units to receive the precast 

coping. 

2.10 COPING & COUNTERBALANCE SLAB 

A.  The coping is used to tie in the top of the wall panels and 

to provide a smooth finish to the wall top. 

B. The Contractor shall submit to the Engineer all the details 

of the coping for approval. 

C. Coping can be cast-in-place or prefabricated segments. 

D. In case the MSE wall proposed by the Contractor 

comprises a precast coping, the top of the wall must be 

smooth and free of steps or irregularities. To accomplish 

this, level-up concrete shall be cast on top of the facing 

units to receive the precast cooping. 

E. Concrete strength for wall coping & counterbalance slab 

shall be 35 N/mm2. 

F. The coping and the counterbalance slab system 

(including any stitch beam) shall use approximately 1.0 

CM of Concrete and approximately 100 Kg of Grade 60 

steel as per AASHTO M31 per running meter length of 

the wall. 
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12 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 2 – 

PRODUCTS  

Section 

316616.43 

Page 9 of 14 

The amendment provision item no. 2.11: Joint Fillers 

(Geotextile, Sealing Foam) & EPDM Pads does not 

exist under the Part 2: Products in the issued Bidding 

Documents and has therefore been added as a new item. 

2.11 JOINT FILLERS (GEOTEXTILE, SEALING FOAM) 

& EPDM PADS 

A.  Vertical and horizontal joints between panels shall be 

filled with flexible open/closed cell polyethylene foam 

strips (25mm+/- 2mm). 

B.  Thermally bonded, non-woven polypropylene Geotextile 

grade T6 (300+30 gm per square meter) shall be provided 

at the corners or at specified locations. 

C.  At the base of each facing panel (except for the bottom 

panel resting on the concrete leveling pad), toothed 

bearing pads shall be placed having a minimum cross-

section of 22mm by 70mm. The bearing pads shall 

conform to TA2000 standard A405 & meet the following 

requirements: 

1.  Composition: 

a. 30 to 40% EPDM grade 989T 

b. 15 to 20% Plastifying agent 

c. 45 to 50% Carbon filler 

2.  Main characteristics: 

a. Minimum Density 1.15 

b. Hardness 80 +/- 5 Shore A 

c. Minimum Strength at failure 12 MPa 

d. Minimum Strength upon shear failure 0.35 MPa 

D.  The facing system must ensure that there is no direct 

concrete to concrete contact between facing panels/units in 

order to ensure flexibility in the MSE wall system. Placement 

of EPDM Pads is mandatory also to avoid spalling in concrete 

at facing. 
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13 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 2 – 

PRODUCTS 

Section 

316616.43 

Page 10 of 14 

The amendment provision item no. 2.12 Reinforcing 

Steel does not exist in the issued Bidding Documents 

and has therefore been added as a new item. 

2.12 REINFORCING STEEL 

A.  All reinforcing steel in the facing panel shall be Grade 

60 as per AASHTO M31. 

B.  All reinforcing steel in the wall coping and the 

counterbalance slab shall be Grade 60 as per AASHTO 

M31 and as specified on the project drawings. 

C.  The minimum concrete cover over steel reinforcement 

shall be 75mm on the rear face of the panels in contact 

with soil, 60 mm for the front side or as specified on the 

drawings. 

14 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 2 – 

PRODUCTS 

Section 

316616.43 

Page 10 of 14 

The amendment provision item no. 2.13 Concrete 

Leveling Pad does not exist in the issued Bidding 

Documents and has therefore been added as a new item. 

2.13 CONCRETE LEVELING PAD 

A.  The concrete (un-reinforced) for the leveling pad shall be 

Lean Concrete. 

B.  The leveling pad shall use approximately 0.10 cubic 

meter of concrete per running meter of Pad. 

C.  Contractor shall provide the final design of the leveling 

pad. 

D.  The concrete shall be cured for a minimum of 72 hours 

prior to the placing of the panels on it. 

15 

Volume 2 

Specifications - 

Section 

316616.43 

 

PART 3 – 

EXECUTION 

Section 

316616.43 

Page 11 of 14 

3.2 FOUNDATION PREPARATION  

C.  Prior to wall construction, the foundation shall be 

fully compacted with a smooth wheel vibratory 

roller and shall meet the requirements of 

compaction as specified in Section 100 NHA 

"Earthwork and Allied Activities". 

 

3.2 FOUNDATION PREPARATION 

C.  Prior to wall construction, the foundation shall be fully 

compacted with a smooth wheel vibratory roller to an 

average density of not less than 95% of MDD specified 

by the curve of Modified Proctor Density and shall meet 

the requirements of compaction as specified in Section 

100 NHA "Earthwork and Allied Activities". 
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16 

Volume 2 

Specifications - 

Section 

316616.43 
 

PART 3 – 

EXECUTION 

Section 

316616.43 

Page 11 of 14 

The amendment provision item no. D under 3.2 

Foundation Preparation does not exist in the issued 

Bidding Documents and has therefore been added as a 

new item. 

 

3.2 FOUNDATION PREPARATION  

D.  The MSE structures require approximately a minimum 

22 kN/m2 at serviceability limit state of allowable 

bearing capacity per meter height of the wall. Anticipated 

live loads should be added as per selected design code. 

17 

Volume 2 

Specifications - 

Section 

024116 

 

PART 3 - 

EXECUTION 

Section 

024116 

Page 9 of 12 

3.7 DEMOLITION BY MECHANICAL MEANS 

C.  Salvage: Items to be removed and salvaged are 

indicated on Drawings including but not limited 

to the below: 

1.  Cabinets. 

2.  Plumbing fixtures. 

3.  Firefighting equipment.  

3.7 DEMOLITION BY MECHANICAL MEANS 

C.  Salvage: Items to be removed and salvaged are indicated 

on Drawings or can be of a value or interest to the 

Employer before or during construction including but not 

limited to the below: 

1.  Demolished Material of any pedestrian bridges, 

steel, and concrete. 

2.  Any Existing Utilities. 

3.  Cabinets. 

4.  Plumbing fixtures. 

5.  Firefighting equipment. 
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18 

Volume 2 

Specifications - 

Section 

024116 

 

PART 3 - 

EXECUTION 

Section 

024116 

Page 11 of 12 

3.10 DISPOSAL OF DEMOLISHED MATERIALS  

A.  For items or materials not indicated to be reused, 

salvaged, reinstalled, or not indicated to remain 

Employer's property, remove and transport 

demolished materials from Project site, and dispose 

them in an approved construction and demolition 

waste landfill acceptable to authorities having 

jurisdiction.  

1. Do not allow demolished materials to 

accumulate on-site. 

2.  Remove and transport debris in a manner that 

will prevent spillage on adjacent surfaces and 

areas.  

B.  Items or materials indicated to be reused, salvaged, 

reinstalled, or otherwise indicated to remain 

Employer's property, shall be labeled and stored to 

the Employer’s approval.  

3.10 DISPOSAL OF DEMOLISHED MATERIALS 

A.  For items or materials not indicated to be reused, 

salvaged, reinstalled, either not indicated remains 

Employer's property, remove and transport demolished 

materials from Project site, and dispose them in an 

approved construction and demolition waste landfill 

acceptable to authorities having jurisdiction within the 

lead of 25 Km. 

1. Do not allow demolished materials to accumulate on-

site. 

2.  Remove and transport debris in a manner that will 

prevent spillage on adjacent surfaces and areas. 

B.  Items or materials indicated to be reused, salvaged, 

reinstalled, or otherwise indicated at the contract or to be 

indicated during construction to remain Employer's 

property not a Contractor property, shall be labeled and 

stored to the Employer’s approval within the lead of 25 

Km. 

19 

Volume 2 

Specifications - 

Section 

034500, 055313, 

081416, 084413, 

107113, Item 407 

- 

The amendment provision item/section no. 034500, 

055313, 081416, 084413, 107113, Item 407 does not 

exist in the issued Bidding Documents and has 

therefore been added as a new item/sections. 

 New Specifications 

Please refer to Attachment No. 1  

for Addendum No. 2 
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20 

Volume 3 

Bill of Quantities 

Architectural Works 

Type V7 & V8  

07-Page 1 of 

4 

07 THERMAL AND MOISTURE PROTECTION 

(Architectural) 

Non-Scheduled: Item A: Roofs at staircase & escalator 

at V7 

Qty: 122 m2 

07 THERMAL AND MOISTURE PROTECTION 

(Architectural) 

Non-Scheduled: Item A: Roofs at staircase at V7 

Qty: 80 m2 

 

21 

Volume 3 

Bill of Quantities 

Architectural Works 

Type V7 & V8  

09-Page 5 of 

6 

099600 HIGH PERFORMANCE COATINGS 

Non-Scheduled: Item A: Floors at basement level 

(below stair & escalator) at V7 

Qty: 115 m2 

099600 HIGH PERFORMANCE COATINGS 

Non-Scheduled: Item A: Floors at basement level (below 

stair) at V7 

Qty: 70 m2 

 

22 

Volume 3 

Bill of Quantities 

Electrical Works 

Type V7 & V8 

14-Page 1 of 

1 

143100 - ESCALATORS 

Non-Scheduled: Item B 

 

Deleted 

23 

Volume 3 

Bill of Quantities 

Architectural Works 

V9&V10 

07-Page 1 of 

4 

07 THERMAL AND MOISTURE PROTECTION 

(Architectural) 

Non-Scheduled: Item A: Roofs at staircase & 

escalator at V9 

Qty: 122 m2 

07 THERMAL AND MOISTURE PROTECTION 

(Architectural) 

Non-Scheduled: Item A: Roofs at staircase at V9 

Qty: 80 m2 

 

24 

Volume 3 

Bill of Quantities 

Architectural Works 

V9&V10 

09-Page 5 of 

6 

099600 HIGH PERFORMANCE COATINGS 

Non-Scheduled: Item A: Floors at basement level 

(below stair & escalator) at V9 

Qty: 115 m2 

099600 HIGH PERFORMANCE COATINGS 

Non-Scheduled: Item A: Floors at basement level (below 

stair) at V9 

Qty: 70 m2 
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25 

Volume 3 

Bill of Quantities 

Electrical Works 

V9&V10 

14-Page 1 of 

1 

143100 - ESCALATORS 

Non-Scheduled: Item B 
Deleted. 

26 

Volume 4 

Architecture 

Drawings 

- 

A general note regarding the Escalators has been 

added: the actual quantity to be executed is specified 

in the BOQ. For vertical circulation drawings no. V7, 

V8, V9 & V10 

A general note has been added to the vertical circulation 

drawings V7, V8, V9 & V10 

Please refer to Attachment No. 2 for Addendum No. 2 

 

27 

Volume 1; 
 

Request for Bids, 

Section IX - 

Particular 

Conditions - Sub-

Clause 2.1 

 

Volume 1; 

Page 148 

The amendment provision sub-clause 2.1 under 

Section – IX: Particular Conditions of Volume-1 does 

not exist in the issued Bidding Documents and has 

therefore been added as a new sub-clause. 

Sub-Clause 2.1: Right of Access to the Site 

Remove the first sentence of the Sub-Clause under General 

Conditions (GC) and replace with: 

“The Employer shall give the Contractor right of access to, and 

possession of, the Site in Sections/ Parts within the reasonable 

time for the timely execution of each section/ part separately 

according to the Work Programme in light with the phasing/ 

section plan dully approved by the Engineer.” 
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28 

Volume 1; 
 

Request for Bids, 

Section IX - 

Particular 

Conditions – 

Sub-Clause 6.5 

 

Volume 1; 

Contract Data -  

Page 141 

Condition: Normal Working Hours: 

9:00 AM to 6:00 PM Pakistan Standard Time inclusive of 

one-hour break. 

Normal working hours shall be 8 hours per shift. 

The Contractor shall have the option to work round the 

clock and on locally recognized days of rest in accordance 

with the prevalent Government of Pakistan / Provincial 

Labour Laws. 

Condition: Normal Working Hours: 

 

9:00 AM to 6:00 PM Pakistan Standard Time, inclusive of one-

hour break. 

Normal working hours shall be 8 hours per shift. 

The Contractor shall have the option to work round the clock and 

on locally recognized days of rest in accordance with the 

prevalent Government of Pakistan / Provincial Labour Laws. 

The Contractor is allowed, subject to the prior approval of the 

Engineer or others with delegated authority to work in multiple 

shifts as necessary to meet the construction schedule with 

compliance to all required safety provisions. The Contractor is 

liable to bear any additional cost and expenses in this regard. 

29 

Volume 1; 
 

Request for Bids, 

Section IX - 

Particular 

Conditions – 

Sub-Clause 8.3 

 

Volume 1;   

Page 168 

The amendment provision sub-clause 8.3 under 

Section – IX: Particular Conditions of Volume-1 does 

not exist in the issued Bidding Documents and has 

therefore been added as a new sub-clause. 

8.3 PROGRAMME  

New Sub-Clause 8.3 in Particular Conditions is added to the end 

of second paragraph of GC: 

“(l) Work sequence segments for obtaining the access to the site 

with milestones for obtaining the access to site of each site 

segment according to Sub-clause 2.1 [Right of Access to the Site]. 

The Submission of the programme demonstrating the 

Contractor’s commitment to expedite site activities.” 
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FORM OF ADDENDA RECEIPT 
 

 

 

Bidder Name: 

Address: 

 

 
Request For Bids (RFB) for Works  

 RFB No.: PK-SMTA-454751-CW-RFB 

Procurement of Package 3A: Construction of Road Corridor and BRT Infrastructure Yellow BRT 

Line Corridor Segment 2 [From CH. 0+000 at Brookes Chowrangi To CH. 6+000 at Bilal Chowrangi 

 

 

We, the undersigned hereby acknowledge that the revision, and/or supplemental information and explanation set forth 

in this Addendum No.2 have been incorporated into the preparation of our Bid and shall be deemed to form a part of 

the RFB Documents. 

 

 
Addendum No. 2 dated 19 January 2026 

 

 

 

 

 

 

For and on behalf of (Bidder Name) 
 

 
 

Name: Position: 

Place and Date: 


